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Ins ta l l a t i on  I ns t ruc t i ons

PLEASE READ ALL DIRECTIONS BEFORE STARTING INSTALLATION

THE IGNITION MUST BE TURNED 
OFF BEFORE INSTALLATION!

YOU CAN ALSO DOWNLOAD THE 
POWER COMMANDER SOFTWARE AND 
LATEST MAPS FROM OUR WEB SITE AT:

www.powercommander.com

2191 Mendenhall Drive   North Las Vegas, NV 89081   (800) 992-4993   www.powercommander.com

FUEL AND IGNITIONFUEL AND IGNITION

PARTS LIST

1 Power Commander
1 USB Cable
1 Installation Guide
2 Power Commander Decals
2  Dynojet Decals
2 Velcro Strips
1 Alcohol Swab
3 Zip Ties

2016 KTM SXF/XCF
2016 Husqvarna FC



I18-025.01     www.powercommander.com 2016 KTM SXF/XCF and Husqvarna FC - PCV - 2

 



I18-025.01     www.powercommander.com 2016 KTM SXF/XCF and Husqvarna FC - PCV - 3

 

1 Remove the side panels, seat, shrouds, and fuel tank.

2 Remove the air filter.

3 Position the PCV in the rear fender cavity as shown in Figure B.

4 Reinstall the air filter.

5 Route the PCV harness up through the open space next to the battery cable.

6 Attach the ground wire ring lug from the PCV harness to the negative (-) 
terminal on the battery as shown in Figure C.
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7 Locate and unplug the 2-pin injector connector on the bottom of the throttle 
body.

8 Attach the PCV connectors to the stock injector and the stock wiring harness.

9 Remove the small screw securing the Throttle Position Sensor (TPS) cover to 
the throttle body as shown in Figure E.

10 Locate the TPS connector behind the cover and unplug it.

11 Attach the PCV connectors to the TPS sensor and the stock wiring harness.

12 Secure the TPS cover using the screw removed earlier.

13 Locate and unplug the 2-pin crank connection above the cylinder head.

14 Attach the PCV connectors to the stock crank sensor connectors.

15 Locate and unplug the coil signal spade connection above the cylinder head.

16 Attach the PCV connectors to the coil and stock harness.

17 Reinstall the fuel tank, shrouds, seat, and side panels.

FIG.D

FIG.E

FIG.F

crank

coil s
pades

coil s
pades


